NORTHBOUND LANE
12 FT & VARIABLE

TYPICAL SECTION *3
MILLED RUMBLE STRIP

VAR.

¢

SOUTHBOUND LANE

12 FT & VARIABLE | var. |

/

EXISTING HMA OVERLAY

N\_EXISTING PAVEMENT

TO BE USED LEFT:
STA 678+00 TO STA 691+50

LEFT OMISSIONS:
STA 682+50 TO STA 685+50

EXISTING EDGELINE STRIPE (TYP.) PROPOSED SHOULDER RUMBLE STRIP

EXISTING HMA OVERLAY

EXISTING PAVEMENT

TO BE USED RIGHT:
STA 674+00 TO STA 686+50

RIGHT OMISSTIONS:
STA 680+50 TO STA 683+50

TYPICAL SECTION #4

V-GUTTER REMOVAL
WITH RUMBLE STRIP

¢

PROPOSED FORESLOPE GRADING

| -

L 2F7 2 FT 12 FT & VARIABLE | 12 FT & VARIABLE 2 FT 2 FT |
PROPOSED SHOULDER RUMBLE STRIP (TYP.) EXISTING EDGELINE STRIPE (TYP.)
/ /
*%*J' / / / \
iy S 2 — _/ ———————————————————————————————————— v

/
PROPOSED HMA SHOULDERS 8" / e e N PROPOSED HMA SHOULDERS 8"
g U L
EXISTING PCC PAVEMENT EXISTING HMA OVERLAY N\_EXISTING V-GUTTER
TO BE USED LEFT:
NOTES: STA 665+77 TO STA 670+52
% 4% PROPOSED SHOULDER SLOPE STA B57+60 TO STA B68+60
%> TO BE CONSTRUCTED FROM EXCAVATED
SHOULDER MATERIAL WHERE NECESSARY
TO TRANSITION TO EXISTING GROUND. %
PROPOSED REMOVAL OF
%33 SEE CROSS SECTIONS FOR PROPOSED EXISTING V-GUTTER
FORESLOPE GRADING INFORMATION.
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